	Mine Accidents and Injuries  (Sago Mine Feb, 2004 - Dec. 5, 2005)


	Mine ID:
	4608791

	Operator: 
	Anker West Virginia Mining Company Inc 

	Mine Name:
	Sago Mine

	Controlling Company:
	Anker Group Inc

	Ownership Date:
	1/11/2002

	Mine Status:
	Active

	Status Date:
	2/11/2004

	Mined Material: 
	Coal (Bituminous) 

	Type of Mine: 
	Underground 

	Location: 
	Upshur County, WV 

	State: 
	WV


	Please note that the information provided by the Data Retrieval System is based on data gathered from various MSHA systems. As there may be a lag time in data being entered into those systems, there will also be a lag in the reflection of that data on the DRS.


	This is an incomplete listing compiled  from Mine Safety and Health Administration data. For a full listing of reported accidents and injuries, see the MSHA website.


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	12/5/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall was found on the 2 left mains section in the #8 entry 2 block inby spad staiton 3997. the fall measured 18' w x 7' high x 19'long.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	11/27/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS DISCOVERED ON THE NORTH EAST MAINS, #4 ENTRY (RETURN) @ 39 BLOCK, SPAD STATION #3781. THE FALL MEASURED 18' HIGH, 20' WIDE, 70' LONG. TORQUE TENSION 5' RODS WERE USED IN THIS AREA. FALL WAS INVESTIGATED BY M.E. (MSHA)
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	11/25/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS DISCOVERED ON THE NORTHEAST MAINS, #6 ENTRY(TRACK) 1 BREAK INBY SPAD #3919. THIS FALL MEASURED 40' LONG X 20' WIDE X 7' HIGH. TORQUE TENSION 5' RODS WERE USED IN THIS AREA. FALL HAS BEEN INVESTIGATED BY M.E. FROM MSHA.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	11/7/2005
	Days Away from Work Only
	Fall of face/rib/pillar/side/highwall
	Roof bolter (single head)
Move/reel power cable 
	25.00
	1.40
	15.00

	INJURED WAS PULLING MINER CABLE AS C.M.O. WAS BACKING CONTINUOUS MINER OUT OF CUT WHEN A COAL RIB FELL STRIKING LOWER RIGHT BACK.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	10/26/2005
	No Days Away From Work, No Restrictive Action
	Handling of materials
	Shuttle car/ram operator (standard side)
Walking/running 
	25.00
	.50
	15.00

	INJURED WAS WALKING AROUND END OF S.C., PUT HIS LEFT HAND AGAINST THE LOAD END OF THE CAR & A SHARP PIECE OF STEEL CAUSED A LACERATION TO HIS LEFT PALM.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	10/26/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS DISCOVERED IN THE NORTHEAST MAINS 1 BREAK INBY SPAD STATION # 3762, #7 ENTRY. THE FALL MEASURED 5' H X 30' LONG X 18' WIDE. THIS AREA WAS SUPPORTED WITH 5' TORQU E TENSION BOLTS, OVERSIZE BEARING PLATES (8" X 8") AND WAS DEVELOPED 3-31-2005.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	10/20/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS FOUND IN THE NORTH EAST MAINS, #1 ENTRY, 10' INBY SPAD STATION #3188, BETWEEN FOOTAGE MARKS 28+75 & 26+65. THE FALL MEASURED 150'L X 18'W X 5'H. THIS AREA WAS SU PPORTED WTH 5' TORQUE TENSION BOLTS, ROOF MAT & OVERSIZED BEARING PLATES (8" X 8"). THIS AREA WAS DEVELOPED 7-29-04.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	10/20/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall was found in the Northeast Mains, #1 Entry, 20 ft inby spad station #3181. The fall measured 50'L x 18'W x 5'H. This area was developed 7-23-04 and was supported wit h 5' torque tension rods, roof mat & oversized bearing plates (8" x 8").
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	10/11/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	A roof fall was discovered on the 2 left mains in the #3 entry @ spad #4078. This fall was inby second mining. The estimated size: 6' high, 12' wide, 15' long.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	8/22/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL OCCURRED ON THE 2 LEFT MAINS SECTION 40 FT. INBY SPAD STATION #4093. THE FALL MEASURED 100' LONG X 20' WIDE X 12' HIGH.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	8/10/2005
	Days Away from Work Only
	Machinery
	Continuous miner operator
Operate continuous miner 
	27.67
	1.75
	2.00

	While operating the Joy continuous miner on the 2 left section, in x-cut #3 & #2 entries, a piece of rock 36" x 28" x 10" thick dislodged from the mine roof between the rib and rib bolts. The rock struck the employee on the right side of the head, middle and lower back and right foot. This rock had slick surfaces
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	8/2/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall was discovered int he #5 entry, 2 left mains @ spad station 4089. the fall measured 7 ft hx 18.5 ft w x 50ft long.Clay veins were present in fall cavity.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	7/21/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS DISCOVERED IN THE #9 ENTRY @ SPAD STATION #3393 ON #4 TRACK - MAINS. THE FALL MEASURED 7' H X 18' W X 60' L. CLAY WAS PRESENT IN MAIN ROOF (7' ABOVE MINE ROOF). AREA WAS CRIBBED OFF & DANGERED OFF.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	6/2/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS DISCOVERED DURING A WEEKLY AIR COURSE EXAM. THE FALL WAS FOUND IN THE #3 ENTRY ON THE 2 NORTH MAINS, #40 BLOCK ALONG #4 MAINLINE BELT. FOOTAGE MARK 77 + 75 IN A RETURN AIR COURSE. THE FALL HAS BEEN DANGERED OFF + CRIBBED. THE FALL MEASURED 30' X 18' X 7'
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	6/2/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	(1ST OF 2 ROOF FALLS THIS DATE.) AN UNINTENTIONAL ROOF FALL WAS DISCOVERED DURING A WEEKLY AIR COURSE EXAM. THE FALL WAS FOUND IN THE #3 ENTRY ON THE 2 NORTH MAINS, #38 BLOCK ALONG #4 MAINLI NE BELT. FOOTAGE MARK 75 + 15 IN A RETURN AIR COURSE. THIS FALL HAS BEEN DANGERED OFF & CRIBBED. THE FALL MEASURED 31' LONG X 18' WIDE X 7' HIGH.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	5/10/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS DISCOVERED ON THE 2 RIGHT PANEL IN THE #3 X #2 CROSSCUT. 1 BREAK INBY SPAD #3865. FALL MEASURED 10'H X 17 1/2'W X 25'L. THIS MINER UNIT (003-0) WAS PUT INTO NON- PRODUCING STATUS AND MOVED FROM THAT AREA.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	5/7/2005
	Days Away from Work Only
	Powered haulage
	Laborer/utilityman/bull gang
Operate mantrip 
	1.00
	.00
	1.00

	EMPLOYEE WAS SITTING IN A STOPPED MANTRIP WHEN ANOTHER MANTRIP FAILED TO STOP, SLIDING INTO THE STOPPED TRIP. THIS CAUSED THE EMPLOYEE TO STRIKE HIS HEAD AGAINST THE CANOPY OF THE MANTRIP, CAU SING PAIN IN HIS UPPER BACK & NECK AREA.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	4/23/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall occurred on the 2nd right panel, #6 entry, 1 block inby spad #3810. The fall measured 8'H x 17-1/2'W x 55'L. The fall occurred inby the loading point of section.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	4/21/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall was found at approximatley 6:48 pm. The fall measured 5'hx30'wx25'l. The fall was dangered off, Roof Fall Cleaning Procedures were reviewed and posted at the fall an d proceded with the clean-up. The fall was in the #6 Entry, inby spad station #3756, Mains Section.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	4/6/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall was discovered at 7:10 AM on the mains section. The fall was in the #1 entry, 1 break inby spad #3765. The fall measured 5'H x 20'W x 18'L. Fall was investigated by MSHA inspector at 7:10 AM 4-6-05, and by State inspector at 8:40 AM 4-6-05. The fall occurred in a 3-way intersection.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	3/4/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall was found @ 12:30 am , march 4, 2005. the fall measured 22' long, 19' wide, 5' high. fallis located 1 break inby spad #3680 on mains section. fall was not inby loadi ng point.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	2/28/2005
	Days Away from Work Only
	Powered haulage
	Supervisory/management/foreman/boss
Move/reel power cable 
	19.17
	.53
	6.50

	Employee was attempting to "free" a shuttle car cable that had caught on the section power center when tension on shuttle car took up slack on cable which in turn struck him in the face causin g a cut below lower lip, scraped bridge of nose and forehead.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	2/16/2005
	No Days Away From Work, No Restrictive Action
	Powered haulage
	Belt/conveyor man/crew
Moving equipment (fans/pumps/etc) 
	.80
	.80
	.80

	Blocking the feeder with cribs to pull on tailpiece, clearance was close. Feeder slid off of cribs; caught left hand between feeder and coal rib. Accident occurred 1 break inby spad #3622 in t he #5 entry.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	2/1/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS FOUND @ 2:50PM, 2/01/05, 1 BREAK OUTBY SPAD #3134 ALONG MAINLINE BELT. FALL MEASURED 40'L X 19'W X 8'H.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	2/1/2005
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS FOUND IN THE OLD 1ST RIGHT PANEL. THIS PANEL AREA IS NO LONGER BEING MINED. AREA WAS DANGERED OFF & MINE PROPS WERE SET IN ALL ACCESSES. OLD 1ST RT.PANEL, 1 BREA K INBY SPAD #3545. FALL HAS BEEN INVESTIGATED BY MSHA.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	1/24/2005
	Days Away from Work Only
	Handling of materials
	Roof bolter (single head)
Handling supplies/materials 
	35.00
	.94
	20.00

	EMPLOYEE EXPERIENCED A BURNING SENSATION IN HIS LOWER RIGHT ABDOMEN & SWELLING JUST UNDER HIS BELTLINE. SEVERAL X-RAYS & AN M.R.I. WERE TAKEN & A RUPTURE WAS DETERMINED. THE INJURY DID NOT BEC OME REPORTABLE UNTIL 5/9/05 WHEN SURGERY WAS PERFORMED TO REPAIR THE RUPTURE.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	11/11/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL WAS DISCOVERED ON 2 NW MAINS @ 7:30AM DURING AIR COURSE EXAMINATION. THE ROOF FALL MEASURED 5'HIGH X 18'WIDE X 25'LONG. MINE PROPS WERE SET FLOOR TO ROOF & AREA DANG ERED OFF. THE FALL IS LOCATED DIRECTLY ACROSS SPAD #3047 (#6 ENTRY) IN THE #7 ENTRY. ESCAPEWAY WAS NOT AFFECTED.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	10/5/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	A ROOF FALL WAS FOUND IN THE #8 ENTRY ALONG #3 BELT LINE AT SPAD #3127 ON THE NORTHEAST MAINS. THE FALL MEASURED 18' WIDE, 40' LONG AND 6'-7' HIGH. THE AREA WAS DANGERED OFF AND MINE PROPS W ERE SET FLOOR TO ROOF.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	8/5/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL OCCURED ON 1ST NE MAINS INBY SPAD #3036 IN OLD NEUTRAL ENTRY. FALL MEASURED 20'LONG, 18'WIDE, 5'HIGH. THIS FALL IS 60' INBY SPAD #3036.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	6/28/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	An unintentional roof fall occurred in the intake airway, #6 entry, at spad #5107. The fall measured 12' long, 18' wide, and 5' high. Dangered-off and re-routed intake escapeway.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	3/28/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL OCCURRED ON THE 1ST NORTHEAST MAINS SECTION IN THE NO. 3 ENTRY (BELT) AT SPAD 3041. THE FALL MEASURED 30 FT LONG, 19 FT WIDE AND 8 FT HIGH.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	3/10/2004
	Days Away from Work Only
	Slip or fall of person
	Laborer/utilityman/bull gang
Walking/running 
	3.00
	.28
	3.00

	DURING THE PROCESS OF SETTING THE NO. 2 BELT TAILPIECE THEINJURED TRIPPED OVER THE ANCHOR PIN STICKING OUT OF THE MINE FLOOR (APPROX. 4-6 INCHES) THAT WAS INSTALLED TO ANCHOR THE TAILPIECE WIT
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	3/8/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL OCCURRED IN THE NO. 4 ENTRY OF 1ST NORTHEAST MAINS ONE BREAK OUTBY SPAD 3029. THE FALL MEASURED 31 FT. LONG, 8 FT. HIGH AND 17 FT. WIDE.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	2/26/2004
	Days Away from Work Only
	Handling of materials
	Laborer/utilityman/bull gang
Handling supplies/materials 
	4.00
	.01
	4.00

	THE INJURED ALONG WITH ANOTHER INDIVIDUAL WAS CARRYING A 20 FT LONG BY 8 INCH DIAMETER PLASTIC PIPE ONT HERE SHOULDERS.T HE INJURED WAS INT HE REAR WHEN THE INDIVIDUAL AT THE FRONT FELL DOWN C AUSING THE WEIGHT OF THE PIPE TO DISLOCATE THE INJUREDS RIGHT SHOULDER.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	2/25/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL OCCURRED ON THE 1ST CROSS-OVER MAINS IN ENTRY NO.4 THROUGH THE CROSS-CUT TOWARD NO.5 ENTRY, ONE BREAK INBY SPAD 3022. THE FALL MEASURED 15'WIDE, 5'HIGH AND 60'LONG.
 


	Contractor
ID
	Accident
Date
	Degree of
Injury
	Classification
	Occupation
Activity
	Total
Exper.
	Mine
Exper.
	Job
Exper.

	 
	2/20/2004
	Accident Only
	Fall of roof or back
	Not Applicable
Not Applicable 
	.00
	.00
	.00

	AN UNINTENTIONAL ROOF FALL OCCURRED ON THE 1ST CROSS-OVER MAINS IN ENTRY NO.2 THROUGH THE CROSS-CUT TOWARD NO.3 ENTRY, ONE BREAK INBY SPAD 3016. THE FALL MEASURED 16.5'WIDE, 10'HIGH AND 46'LON G.
 


